MICROCHIP

VT-706A

Temperature Compensated Crystal Oscillator

Features

* Clipped Sine Wave or CMOS Output

» 5.000 - 52.000 MHz Output Frequency
» 150 ppb Temperature Stability

» Optional Frequency Tuning

* Fundamental Crystal Design

» Gold over Nickel Contact Pads

* Hermetically Sealed Ceramic 7.0 mm x 5.0 mm
SMD Package

* Product is Compliant to RoHS Directive and Fully

Compatible with Lead-Free Assembly

Applications

* Femto Cells

« Base Stations

» |IP Networking

» Global Positioning Systems
* Point-to-Point Radio

* Manpack Radio

* Test and Measurement

Block Diagram

General Description

Microchip’s VT-706A temperature compensated crystal
oscillator (TCXO) is a quartz stabilized, clipped sine
wave or CMOS output, analog temperature
compensated oscillator that operates off a 2.5V to 3.3V
supply in a hermetically sealed 7.0 mm x 5.0 mm
ceramic package.

The VT-706A is supplied with a VCXO function for
applications where it will be used in a PLL, or the output
frequency needs either fine tune or calibration
adjustments. This is a high impedance input, 100 kQ,
and can be driven with an op-amp or terminated with
adjustable resistors etc.

Note: Pin 1 should not be left floating on the
VCXO optional device.

CONTROL

(Optional)
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VT-706A

1.0 ELECTRICAL CHARACTERISTICS

Absolute Maximum Ratings t

SUPPIY VOIRAGE (VD) -+eervetemreetieritientie sttt ettt ettt ettt b e bttt sh ettt e b e s bt e bt e ner e sbe e sene e b e e neneenee e —0.3V to +4.6V
Maximum Control Voltage (V, NOE 2) ..o e —0.3V to Vpp + 0.3V
ESD Rating, Human Body Model (NOTE 1) .......eiiiiiiieiiie ettt ettt e et e e st e e e e e e anneeeennes 1500 V
ESD Rating, Charged Device MOdel (NOLE 1) .......eiiiiiieeiiie et e et e e st e e st e e e e e e enneeennneeeas 750V
Storage TEMPEIATUIE (Tg) ...vveiueerrieitie ettt ettt ettt ettt st et e eae et e e e et e e bt se e e bt e see e et e e eaeeeare e —40°C to +85°C

T Notice: Stresses in excess of the Absolute Maximum Ratings can permanently damage the device. Functional
operation is not implied at these or any other conditions in excess of conditions represented in the operational sections
of this data sheet. Exposure to Absolute Maximum Ratings for extended periods may adversely affect device reliability.

Note 1: Although ESD protection circuitry has been designed into the VT-706A, proper precautions should be taken
when handling and mounting. Microchip employs a Human Body Model (HBM) and a Charged Device Model
(CDM) for ESD susceptibility testing and design protection evaluation. ESD thresholds are dependent on
the circuit parameters used to define the model. Although no industry standard has been adopted for the
CDM, a standard resistance of 1.5 kQ and capacitance of 100 pF is widely used and therefore can be used
for comparison purposes.

2: The maximum rating is (Vpp + 0.3V) up to 4.6V.
ELECTRICAL CHARACTERISTICS, CLIPPED SINE WAVE OPTION

Parameter Sym. Min. Typ. Max. Units Conditions
Output Frequency, Note 1 fo 5 — 52 MHz | Ordering Option
— +2.5 —
Supply Voltage, Note 2 Vob — :ig — \Y, Ordering Option
— +3.3 —
— — 45 +2.5V
— — 5.0 +2.8V
Supply Current Iop — — 50 mA 3.0V
— — 5.0 +3.3V
0 — +55
-10 — +70
-20 — +70
Operating Temperature Top —30 — +80 °C | Ordering Option
-30 — +85
—40 — +85
—40 — +95
—40 — +105

Note 1: Refer to Table 2 for standard frequencies for the clipped sine wave option.

2: The VT-706A power supply pin (Pin 4) should be filtered using a bypass capacitor of 0.1 yF for optimal
performance.

3: Referenced to the midpoint between minimum and maximum frequency value over Operating Tempera-
ture Range.

4: Frequency measured at +25°C, 1 hour after 2 IR reflows.
Referenced to Mid Control Voltage.
6: Measured at ambient temperature using an E5052B Signal Source Analyzer or equivalent.

a
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VT-706A

ELECTRICAL CHARACTERISTICS, CLIPPED SINE WAVE OPTION (CONTINUED)

Parameter Sym. Min. Typ. Max. Units Conditions

Frequency Stability

— — 50

— — +100
sooomans | [ L L0 o

— — +500

— — +2000
Frequency Tolerance, Note 4 froL — — +1.5 ppm |—
Power Supply Stability +5% fowr — — +0.1 ppm |—
Load Stability £10% fLoaD — — +0.05 ppm |[—
Aging faGE — — +1.0 ppm | 1st Year
Frequency Tuning (EFC), Ordering Option

15 — —
Tuning Range, Note 5 PR 8 — — ppm |—
Tuning Slope — Positive — |—
ggz’ggl Voltage to Reach Pull Ve 05 15 25 Vv .
Control Voltage Impedance — 100 — — kQ |—
RF Output (Clipped Sine Wave), Ordering Option
Output Level High Vop-p 0.8 — — \% —
Output Load CL — 118‘:)!_1 — — |—
Start-Up Time tsu — — 10 ms |—
Phase Noise (Note 6)
Phase Noise, 100 Hz — -130 —
Phase Noise, 1 kHz N — 148 — 9B \ote 6
Phase Noise, 10 kHz — -156 —

Note 1: Refer to Table 2 for standard frequencies for the clipped sine wave option.

2: The VT-706A power supply pin (Pin 4) should be filtered using a bypass capacitor of 0.1 yF for optimal

performance.

3: Referenced to the midpoint between minimum and maximum frequency value over Operating Tempera-

ture Range.

4: Frequency measured at +25°C, 1 hour after 2 IR reflows.

a

Referenced to Mid Control Voltage.

6: Measured at ambient temperature using an E5052B Signal Source Analyzer or equivalent.
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VT-706A

ELECTRICAL CHARACTERISTICS, CMOS OPTION

Parameter Sym. Min. Typ. Max. Units Conditions
Output Frequency, Note 1 fo 5 — 52 MHz | Ordering Option
— +2.5 —
Supply Voltage, Note 2 Vob — :ig — \Y, Ordering Option
— +3.3 —
— — 7.0 +2.5V
— — 7.5 +2.8V
Supply Current Iop — — _— mA 13,0V
— — 7.5 +3.3V
0 — +55
-10 — +70
-20 — +70
Operating Temperature Top —30 — +80 °C | Ordering Option
-30 — +85
—40 — +85
—40 — +95
—40 — +105
Frequency Stability
— — 50
— — +100
soyowomans | [ L L0 o
— — +500
— — +2000
Frequency Tolerance, Note 4 froL — — +2.0 ppm |—
Power Supply Stability +5% fowr — — +0.1 ppm |—
Load Stability £10% fLoaD — — +0.05 ppm |[—
Aging faGE — — +1.0 ppm | 1st Year
Frequency Tuning (EFC), Ordering Option
15 — —
Tuning Pull Range, Note 5 TPR 8 — — ppm | Ordering Option
Note 1: Referto Table 1 for standard frequencies for the CMOS option.
2: The VT-706A power supply pin (Pin 4) should be filtered using a bypass capacitor of 0.1 pyF for optimal
performance.
3: Referenced to the midpoint between minimum and maximum frequency value over Operating Tempera-
ture Range.
4: Frequency measured at +25°C, 1 hour after 2 IR reflows.
5: Referenced to Mid Control Voltage.
6: Measured at (10%/90% and 90%/10%) x Vpp.
7: Measured at ambient temperature using an E5052B Signal Source Analyzer or equivalent.
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VT-706A

ELECTRICAL CHARACTERISTICS, CMOS OPTION (CONTINUED)

Parameter Sym. Min. Typ. Max. Units Conditions
Tuning Slope — Positive — |—
ggzg’zl Voltage to Reach Pull Ve 05 15 25 Vv .
Control Voltage Impedance — 100 — — kQ |—
RF Output (CMOS), Ordering Option
Output Level High Vou 0.9*Vpp — — v B
Output Level Low VoL — — 0.17*Vpp
Output Load CL — — 15 pF |—
Duty Cycle DC 45 — 55 % —
Start-Up Time tsu — — 10 ms |—
Rise and Fall Times, Note 6 — — — 8 ns |—
Phase Noise
Phase Noise, 100 Hz — -115 —
Phase Noise, 1 kHz %N — -138 — dBc/Hz | Note 7
Phase Noise, 10 kHz — -148 —

Note 1:

Refer to Table 1 for standard frequencies for the CMOS option.

2: The VT-706A power supply pin (Pin 4) should be filtered using a bypass capacitor of 0.1 yF for optimal

performance.

@

ture Range.

No o

Frequency measured at +25°C, 1 hour after 2 IR reflows.
Referenced to Mid Control Voltage.

Measured at (10%/90% and 90%/10%) x Vpp.
Measured at ambient temperature using an E5052B Signal Source Analyzer or equivalent.

Referenced to the midpoint between minimum and maximum frequency value over Operating Tempera-
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VT-706A

2.0 PIN DESCRIPTIONS

The descriptions of the pins are listed in Table 2-1.

TABLE 2-1: PIN FUNCTION TABLE

Pin Number Symbol Function
1 Ve orNC TCXO Control Voltage or No Connect
2 GND Ground
3 ouT RF Output
4 Vpp Supply Voltage

for optimal performance.

Note:  0.01 pF capacitor is a bypass power supply filter capacitor placed between Pin 4 (Vpp) and Pin 2 (GND)

DS20006764A-page 6
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VT-706A

3.0 RELIABILITY

Microchip qualification will include aging at various extreme temperatures, shock and vibration, temperature cycling, and
IR reflow simulation. The VT-706A is capable of meeting the following qualification tests.

TABLE 3-1: ENVIRONMENTAL COMPLIANCE

Parameter Conditions

Mechanical Shock MIL-STD-883 Method 2002
Mechanical Vibration MIL-STD-883 Method 2007
Temperature Cycle MIL-STD-883 Method 1010
Solderability MIL-STD-883 Method 2003
Fine and Gross Leak MIL-STD-883 Method 1014
Resistance to Solvents MIL-STD-883 Method 2015

Moisture Sensitivity Level MSL 1

Contact Pads Gold over Nickel
Weight 181 mg

40 IRREFLOW

Devices are built using lead-free epoxy and can be subjected to standard lead-free IR reflow conditions shown in
Table 4-1. Contact pads are gold over nickel and lower maximum temperatures can also be used, such as 220°C.

I S Y Critical Zone
2 T.toT,
T | (SRR R &
Ta Ramp down
@ .
— S B I —— .
>
g Ts min
'y @ 4N
ts
preheat
26
t 25°C to peak
Time ——»
FIGURE 4-1: Solder Profile.
TABLE 4-1: REFLOW PROFILE
Parameter Symbol Value
Typical Pre-Heat Time ts 200 seconds maximum
Pre-Heat Time Minimum ts-min 150°C
Pre-Heat Time Maximum ts-max 200°C
Ramp Up Rup 3°C/seconds maximum
Time above 217°C tL 150 seconds maximum
Time to Peak Temperature TamB-P 480 seconds maximum
Time at 260°C tp 30 seconds maximum
Time at 240°C tpo 60 seconds maximum
Ramp Down Rpn 6°C/seconds maximum
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VT-706A

5.0 TAPE AND REEL
TABLE 5-1: TAPE AND REEL DIMENSIONS
Tape Dimensions (mm) Reel Dimensions (mm)
Dimension| W F Do Po P1 A B Cc D N w1 W2 | g per
Tolerance | Typ Typ Typ Typ Typ Typ Typ Typ Typ Typ Typ | Max Reel
VT-706A 16 7.5 1.5 4 8 180 1.5 13 20.2 60 16.4 | 20.4 | 1000
Feed Direction—————>
Pin 1 -
/’f \\\"a
P \,
_%_ PD @Do \! _ ‘/{/ '\\ -
i H-IIE =l
| A
i )
e
Page5
FIGURE 5-1: Tape and Reel.
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VT-706A

6.0 PACKAGING INFORMATION

4-Lead 7.0 mm x 5.0 mm DFN Package Outline and Recommended Land Pattern

Note:  For the most current package drawings, please see the Microchip Packaging Specification located at
https://www.microchip.com/packaging

7.00+0.20

5.00+0.20

0.7£0.12
1.90+0.20

5.08+0.15
#3 | } #4 Marking Information

XXMXX = Frequency (Example: 26M000)

le]
tﬁ YY = Year of Manufacture
D
Sr' j 'i‘c—:. WW = Week of Manufacture
— +l
#2 # < T = Manufacturing Location
1.40+0.15 =

. = Pin 1 Indicator

Dimensions in mm
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NOTES:
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VT-706A

APPENDIX A: REVISION HISTORY

Revision A (February 2023)

* Converted Vectron document VT-706A to Micro-
chip data sheet template DS20006764A.

* Minor grammatical text changes throughout.
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VT-706A

NOTES:
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VT-706A

PRODUCT IDENTIFICATION SYSTEM

To order or obtain information, e.g., on pricing or delivery, contact your local Microchip representative or sales office.

XX XXXX =X X X XXX X XXX MXXXXXX [XX]
Product Dimensions  Voltage Options Output Temperature Range Stability Tuning Frequency in MHz Media Type
T tre G ted Crvstal Examples:
. . _ Temperature Compensated Crysta
Product: VT ~  Oscillator (TCXO)
a) VT-706A-EAE- Temperature Compensated Crystal
507B-50M0000000TR  Oscillator (TCXO), 4-Lead 7.0 mm x
Dimensions: 706A = 4-Lead 7.0 mm x 5.0 mm DFN 5.0 mm DFN, +3.3 V¢ £5% Voltage
Option, CMOS Output, -40°C to
+85°C Temperature Range,
E = o +500 ppb Stability, +8 ppm Tuning,
. F = :gg xgg fgoﬁ 50 MHz Frequency, Tape and Reel
Voltage Options G = +3.0 Vpg £5% (1000/Reel)
H = +2.5Vpc 5% b) VT-706A-EAE-2870- Temperature Compensated Crystal
40M0000000 Oscillator (TCXO), 4-Lead 7.0 mm x
5.0 mm DFN, +3.3 V¢ 5% Voltage
Outout: A = CMOS Optloon, CMOS Output, —40°C to
put: F = Clipped Sine Wave +85°C Temperglture Range,
4280 ppb Stability, Fixed (No Tun-
ing), 40 MHz Frequency, Non-Stan-
R = 0°Cto +55°C dard Tape and Reel (100/Reel)
w = -—10°Cto+70°C c) VT-706A-EAE-2870- Temperature Compensated Crystal
J = -20°Cto +70°C 40MO0000000TR Oscillator (TCXO), 4-Lead 7.0 mm x
Temperature G = -30°Cto +80°C 5.0 mm DFN, +3.3 Vp¢ 5% Voltage
Range: H = —30°Cto+85°C Option, CMOS Output, —40°C to
E = —40°Cto +85°C +85°C Temperature Range,
T = —40°Cto+95°C +280 ppb Stability, Fixed (No Tun-
F = —40°Cto +105°C ing), 40 MHz Frequency, Tape and
Reel (1000/Reel)
508 = 150 ppb d) VT-706A-EAE- Temperature Compensated Crystal
107 = £100 ppb 107A-10M0000000TR  Oscillator (TCXO), 4-Lead 7.0 mm x
—_ 207 = +200 ppb 5.0 mm DFN, +3.3 VDC +5% Voltage
Stability: 287 = 280 ppb Option, CMOS Output, —40°C to
507 = 1500 ppb +85°C Temperglture Range, )
206 = +2ppm +100 ppb Stability, £5 ppm Tuning,
10 MHz Frequency, Tape and Reel
(1000/Reel)
Tuning: /C_’\ f Eged (No Tuning) Note 1: The frequency format is the same for kHz
uning: B - 8 ppm (XKXXXXXXX, etc.).
6 pp 2:  Tape and Reel identifier only appears in the cata-
log part number description. This identifier is used
_ ; for ordering purposes and is not printed on the
xMxxxxxxx = Frequency in MHz (1-9) - ’ . ;
Frequency: xxMxxxxxxx = Frequency in MHz (10-99) do?(lcefpacka?(e. Checklwétptyou.;mlﬁrofh'p Salss
xxxMxxxxxx = Frequency in kHz (100+) Ice Tor package availability wi € fape an
Reel option.
. i <blank> = Cut Tape / non-TR quantities
Media Type: TR = Tape and Reel
TABLE 1: STANDARD FREQUENCIES FOR CMOS
5.000 MHz 6.400 MHz 8.000 MHz 8.192 MHz 10.000 MHz
12.500 MHz 16.000 MHz 16.384 MHz 19.440 MHz 25.000 MHz
TABLE 2: STANDARD FREQUENCIES FOR CLIPPED SINE WAVE
8.132 MHz 10.000 MHz 12.500 MHz 12.800 MHz
16.000 MHz 16.384 MHz 19.440 MHz 25.000 MHz
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VT-706A

NOTES:
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Note the following details of the code protection feature on Microchip products:

. Microchip products meet the specifications contained in their particular Microchip Data Sheet.

. Microchip believes that its family of products is secure when used in the intended manner, within operating specifications, and

under normal conditions.

. Microchip values and aggressively protects its intellectual property rights. Attempts to breach the code protection features of
Microchip product is strictly prohibited and may violate the Digital Millennium Copyright Act.

. Neither Microchip nor any other semiconductor manufacturer can guarantee the security of its code. Code protection does not
mean that we are guaranteeing the product is "unbreakable" Code protection is constantly evolving. Microchip is committed to
continuously improving the code protection features of our products.

This publication and the information herein may be used only
with Microchip products, including to design, test, and integrate
Microchip products with your application. Use of this informa-
tion in any other manner violates these terms. Information
regarding device applications is provided only for your conve-
nience and may be superseded by updates. It is your responsi-
bility to ensure that your application meets with your
specifications. Contact your local Microchip sales office for
additional support or, obtain additional support at https:/
www.microchip.com/en-us/support/design-help/client-support-
services.

THIS INFORMATION IS PROVIDED BY MICROCHIP "AS IS".
MICROCHIP MAKES NO REPRESENTATIONS OR WAR-
RANTIES OF ANY KIND WHETHER EXPRESS OR IMPLIED,
WRITTEN OR ORAL, STATUTORY OR OTHERWISE,
RELATED TO THE INFORMATION INCLUDING BUT NOT
LIMITED TO ANY IMPLIED WARRANTIES OF NON-
INFRINGEMENT, MERCHANTABILITY, AND FITNESS FORA
PARTICULAR PURPOSE, OR WARRANTIES RELATED TO
ITS CONDITION, QUALITY, OR PERFORMANCE.

IN NO EVENT WILL MICROCHIP BE LIABLE FOR ANY INDI-
RECT, SPECIAL, PUNITIVE, INCIDENTAL, OR CONSE-
QUENTIAL LOSS, DAMAGE, COST, OR EXPENSE OF ANY
KIND WHATSOEVER RELATED TO THE INFORMATION OR
ITS USE, HOWEVER CAUSED, EVEN IF MICROCHIP HAS
BEEN ADVISED OF THE POSSIBILITY OR THE DAMAGES
ARE FORESEEABLE. TO THE FULLEST EXTENT
ALLOWED BY LAW, MICROCHIP'S TOTAL LIABILITY ON
ALL CLAIMS IN ANY WAY RELATED TO THE INFORMATION
ORITS USE WILL NOT EXCEED THE AMOUNT OF FEES, IF
ANY, THAT YOU HAVE PAID DIRECTLY TO MICROCHIP
FOR THE INFORMATION.

Use of Microchip devices in life support and/or safety applica-
tions is entirely at the buyer's risk, and the buyer agrees to
defend, indemnify and hold harmless Microchip from any and
all damages, claims, suits, or expenses resulting from such
use. No licenses are conveyed, implicitly or otherwise, under
any Microchip intellectual property rights unless otherwise
stated.

For information regarding Microchip’s Quality Management Systems,
please visit www.microchip.com/quality.

Trademarks

The Microchip name and logo, the Microchip logo, Adaptec, AVR,
AVR logo, AVR Freaks, BesTime, BitCloud, CryptoMemory,
CryptoRF, dsPIC, flexPWR, HELDO, IGLOO, JukeBlox, KeelLoq,
Kleer, LANCheck, LinkMD, maXStylus, maXTouch, MedialLB,
megaAVR, Microsemi, Microsemi logo, MOST, MOST logo,
MPLAB, OptoLyzer, PIC, picoPower, PICSTART, PIC32 logo,
PolarFire, Prochip Designer, QTouch, SAM-BA, SenGenuity,
SpyNIC, SST, SST Logo, SuperFlash, Symmetricom, SyncServer,
Tachyon, TimeSource, tinyAVR, UNI/O, Vectron, and XMEGA are
registered trademarks of Microchip Technology Incorporated in the
U.S.A. and other countries.

AgileSwitch, APT, ClockWorks, The Embedded Control Solutions
Company, EtherSynch, Flashtec, Hyper Speed Control, HyperLight
Load, Libero, motorBench, mTouch, Powermite 3, Precision Edge,
ProASIC, ProASIC Plus, ProASIC Plus logo, Quiet- Wire,
SmartFusion, SyncWorld, Temux, TimeCesium, TimeHub,
TimePictra, TimeProvider, TrueTime, and ZL are registered
trademarks of Microchip Technology Incorporated in the U.S.A.

Adjacent Key Suppression, AKS, Analog-for-the-Digital Age, Any
Capacitor, AnyIn, AnyOut, Augmented Switching, BlueSky,
BodyCom, Clockstudio, CodeGuard, CryptoAuthentication,
CryptoAutomotive, CryptoCompanion, CryptoController,
dsPICDEM, dsPICDEM.net, Dynamic Average Matching, DAM,
ECAN, Espresso T1S, EtherGREEN, GridTime, IdealBridge, In-
Circuit Serial Programming, ICSP, INICnet, Intelligent Paralleling,
IntelliMOS, Inter-Chip Connectivity, JitterBlocker, Knob-on-Display,
KoD, maxCrypto, maxView, memBrain, Mindi, MiwWi, MPASM, MPF,
MPLAB Certified logo, MPLIB, MPLINK, MultiTRAK, NetDetach,
Omniscient Code Generation, PICDEM, PICDEM.net, PICKkit,
PICtail, PowerSmart, PureSilicon, QMatrix, REAL ICE, Ripple
Blocker, RTAX, RTG4, SAM-ICE, Serial Quad /O, simpleMAP,
SimpliPHY, SmartBuffer, SmartHLS, SMART-I.S., storClad, SQl,
SuperSwitcher, SuperSwitcher I, Switchtec, SynchroPHY, Total
Endurance, Trusted Time, TSHARC, USBCheck, VariSense,
VectorBlox, VeriPHY, ViewSpan, WiperLock, XpressConnect, and
ZENA are trademarks of Microchip Technology Incorporated in the
U.S.A. and other countries.

SQTP is a service mark of Microchip Technology Incorporated in
the U.S.A.

The Adaptec logo, Frequency on Demand, Silicon Storage
Technology, and Symmcom are registered trademarks of Microchip
Technology Inc. in other countries.

GestIC is a registered trademark of Microchip Technology Germany
I GmbH & Co. KG, a subsidiary of Microchip Technology Inc., in
other countries.

All other trademarks mentioned herein are property of their
respective companies.

© 2023, Microchip Technology Incorporated and its subsidiaries.
All Rights Reserved.
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Tel: 972-9-744-7705

Italy - Milan

Tel: 39-0331-742611
Fax: 39-0331-466781
Italy - Padova

Tel: 39-049-7625286
Netherlands - Drunen
Tel: 31-416-690399
Fax: 31-416-690340
Norway - Trondheim
Tel: 47-7288-4388

Poland - Warsaw
Tel: 48-22-3325737

Romania - Bucharest
Tel: 40-21-407-87-50
Spain - Madrid

Tel: 34-91-708-08-90
Fax: 34-91-708-08-91
Sweden - Gothenberg
Tel: 46-31-704-60-40
Sweden - Stockholm
Tel: 46-8-5090-4654

UK - Wokingham
Tel: 44-118-921-5800
Fax: 44-118-921-5820
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