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Product Overview
Developed on Microchip’s new M6™ technology, the plastic MNSR2N7589K radiation hardened N-channel
MOSFET provides high performance and radiation tolerance for space and defense applications. The
proprietary M6 technology is designed to perform in extreme-environment applications and has shown to
remain within specification in radiation environments greater than 100 krad(Si) total ionizing dose (TID). Low
RDS(ON), high current capability and improved safe operating area (SOA) make this device ideal for DC-DC
converters, power distribution and motor control. Products screened within the Microchip New Space flow offer
a balance between reliability and cost optimization.

Table 1. Ordering Options
Part Number Screening Level RDS(ON), max IDS, DC max QG, max Package TID Level

MNSR2N7589K MNS 0.088Ω 19A 50 nC TO-220 100 krad(Si)

Features
• Single Event Effect (SEE) hardened to 90

MeV·cm2/mg per MIL-STD-750 TM 1080

• TID measured performance according to MIL-
STD-750 TM 1019 Condition A

• ESD Rating: Class 3B MIL-STD-750, TM 1020

• Tin-lead plated lead finish (minimum 3% lead
content)

• Qualified for MSL1 per J-STD-020

• Vacuum outgassing tested per ASTM E595 for
space applications (under 1% TML and 0.1%
CVCM)

• Backside metal tab (electrically connected to
drain) mountable to PCB to aid heat transfer
away from die

• Rugged design with measured SOA and single
pulse avalanche characterization

• Simple voltage control drive requirements

Applications
• Satellite power

• Isolated/non-isolated DC-DC converters

• Motor control

• Power distribution/protection

Figure 1. Package and Pin Description

 150V, 19A N-Channel Radiation-Hardened MOSFET
Through Hole TO-220 Plastic Package

 MNSR2N7589K

https://microchip.com


 MNSR2N7589K

 Data Sheet
© 2026 Microchip Technology Inc. and its subsidiaries

DS00006204C - 2

Table of Contents
Product Overview................................................................................................................................................................. 1

1. Electrical Specifications.................................................................................................................................................3

1.1. Absolute Maximum Ratings..............................................................................................................................3
1.2. Electrical Performance...................................................................................................................................... 3
1.3. Typical Performance Curves Pre-Irradiation.................................................................................................. 4

2. Thermal Specifications..................................................................................................................................................8

2.1. Thermal Performance....................................................................................................................................... 8
2.2. Thermal Performance Curve............................................................................................................................ 8

3. Radiation Performance.................................................................................................................................................9

3.1. Post Total Dose Irradiation Electrical Performance.......................................................................................9
3.2. Single Event Effects (SEE) Performance...........................................................................................................9

4. Package Details............................................................................................................................................................11

4.1. Package Outline Drawing................................................................................................................................11

5. Part Nomenclature......................................................................................................................................................12

5.1. Qualified Packaged Devices............................................................................................................................12

6. Additional Product Resources................................................................................................................................... 13

6.1. Product Webpages...........................................................................................................................................13

7. Revision History...........................................................................................................................................................14

Microchip Information....................................................................................................................................................... 15

Trademarks.................................................................................................................................................................. 15
Legal Notice..................................................................................................................................................................15
Microchip Devices Code Protection Feature............................................................................................................15



 MNSR2N7589K
Electrical Specifications

 Data Sheet
© 2026 Microchip Technology Inc. and its subsidiaries

DS00006204C - 3

1. Electrical Specifications
1.1. Absolute Maximum Ratings

Table 1-1. Absolute Maximum Ratings Pre-Irradiation
Symbol Parameter Ratings Unit

IDS Continuous Drain Current at TC = 25 °C 19 A

Continuous Drain Current at TC = 100 °C 12

IDM Pulsed Drain Current1 76

VGS Gate-Source Voltage ±20 V

dv/dt Peak Diode Recovery2 5.0 V/ns

PD Total Power Dissipation at TC = 25 °C 75 W

Linear Derating factor 0.6 W/°C

TJ, TSTG Operating and Storage Junction Temperature Range –55 to 150 °C

TL Soldering Temperature for 5 seconds (1.6 mm from case) 300

WT Typical Package Mass 2 g

EAS Single Pulse Avalanche Energy3 60 mJ

IAR Avalanche Current1 19 A

Notes: 
1. Repetitive Rating: Pulse width and case temperature limited by maximum junction temperature.
2. IDS ≤ –19A, di/dt ≤ 100A/µs, VDD ≤ 30V, TJ ≤ 150 °C
3. VDD = 25V, starting TJ = 25 °C, L = 277 µH, Peak IL = 19A, VGS = 12V

1.2. Electrical Performance
Table 1-2. Static Characteristics Pre-Irradiation (TA = 25 °C) unless otherwise noted
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

V(BR)DSS Drain-Source Breakdown Voltage VGS = 0V, IDS = 1.0 mA 150 — — V

RDS(ON) Drain-Source On Resistance1 VGS = 12V, IDS = 12A — — 0.088 Ω

VGS(TH) Gate-Source Threshold Voltage VGS ≤VDS, IDS = 1.0 mA 2.0 — 4.0 V

GFS Forward Transconductance1 VDD = 15V, IDS = 12A 13 — — S

IGSS Gate-Source Leakage Current VGS = ±20 V — — ±100 nA

IDSS Zero Gate Voltage Drain Current VDS =
120V

TA = 25 °C — — 10 µA

VGS = 0V TA = 125 °C — — 25

Note: 
1. Pulse test: pulse width < 300 µs, duty cycle < 2%.

Table 1-3. Dynamic Characteristics Pre-Irradiation (TA = +25 °C) unless otherwise noted
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

CISS Input Capacitance VGS = 0V
VDS = 25V
ƒ = 200 kHz

— 1955 — pF

CRSS Reverse Transfer Capacitance — 16 —

COSS Output Capacitance — 344 —
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Table 1-3. Dynamic Characteristics Pre-Irradiation (TA = +25 °C) unless otherwise noted (continued)
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

QG Total Gate Charge VGS = 12V
IDS = 19A
VDD = 75V

— 29 50 nC

QGS Gate-Source Charge — 13 15

QGD Gate-Drain (”Miller”) Charge — 3 20

tD(ON) Turn-On Delay Time VGS = 12V, IDS = 19A, VDD = 75V,
RG(EXT) = 7.5Ω

— 14 25 ns

tR Voltage Rise Time — 5.5 30

tD(OFF) Turn-Off Delay Time — 20 60

tF Voltage Fall Time — 10 30

Table 1-4. Source-Drain Characteristics Pre-Irradiation (TA = +25 °C) unless otherwise noted
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

IS Continuous Source Current (Body Diode) — — — 19 A

ISM Pulsed Source Current (Body Diode)1 — — — 76

VSD Diode Forward Voltage IDS = –19A, VGS = 0V — 0.9 1.2 V

tRR Reverse Recovery Time2 IDS = –19A, di/dt ≤ 100A/µS,
VDD ≤ 50V

— 250 350 ns

QRR Reverse Recovery Charge2 — 2.0 — µC

Notes: 
1. Repetitive rating: pulse width and case temperature limited by maximum junction temperature.
2. Pulse test: pulse width < 300 µs, duty cycle < 2%.

1.3. Typical Performance Curves Pre-Irradiation

Figure 1-1. Typical Output Characteristics Figure 1-2. Typical Output Characteristics
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Figure 1-3. Typical Transfer Characteristics Figure 1-4. Typical TGS(TH) vs TJ

Figure 1-5. Typical RDS(ON) vs VGS Figure 1-6. Typical RDS(ON) vs IDS
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Figure 1-7. Normalized RDS(ON) vs TJ Figure 1-8. V(BR)DSS vs TJ

Figure 1-9. Typical Capacitance vs VDS Figure 1-10. Typical VGS vs QG
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Figure 1-11. Typical Source-Drain Diode Conduction Figure 1-12. IDS vs Case Temperature

Figure 1-13. Maximum Safe Operating Area
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2. Thermal Specifications
2.1. Thermal Performance

Table 2-1. Thermal Resistance
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

RθJC Junction-to-case thermal resistance — — — 1.48 °C/W

2.2. Thermal Performance Curve
Figure 2-1. Maximum Transient Thermal Impedance
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3. Radiation Performance
3.1. Post Total Dose Irradiation Electrical Performance

Table 3-1. Static Characteristics TA = 25 °C, 100 krad(Si), 50–300 rad(Si)/s, unless otherwise noted
Symbol Parameter Test Conditions Ratings Unit

Min Typ Max

V(BR)DSS Drain-Source Breakdown Voltage VGS = 0V, IDS = 1.0 mA 150 — — V

RDS(ON) Drain-Source On Resistance1 (SMD-0.5) VGS = 12V, IDS = 12A — — 0.088 Ω

VGS(TH) Gate-Source Threshold Voltage VGS ≤ VDS, IDS = 1.0 mA 2.0 — 4.0 V

VSD Diode Forward Voltage ISD = 19A, VGS = 0V — 0.9 1.2 V

IGSS Gate-Source Leakage Current VGS = ±20V — — ±100 nA

IDSS Zero Gate Voltage Drain Current VDS = 120V TA = 25 °C — — 10 µA

VGS = 0V TA = 125 °C — — 25

Note: 
1. Pulse test: pulse width < 300 µs, duty cycle < 2%

3.2. Single Event Effects (SEE) Performance
This device has been characterized for SEE with heavy ions. The following SEE safe-operating area
profile has been established using the ions, linear energy transfer (LET), range and total energy
conditions shown.

Table 3-2. SEE Safe-Operating Area
Ion Species Eff. Surface LET

(MeV·cm2/mg)
Ion Energy
(MeV)

Eff. Range
(µm)

VDS

VGS = 0 V VGS = –5
V

VGS = –10 V VGS = –15 V VGS = –20 V

Kr 38.6 (±5%) 410 (±5%) 50.8 (±10%) 150 150 150 150 150

Xe 64 (±5%) 942 (±5%) 69.6 (±7.5%) 150 150 150 40 —

Au 90 (±5%) 1489 (±5%) 83.2 (±5%) 50 50 30 — —
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Figure 3-1. SEE Safe-Operating Area

Microchip radiation-hardened MOSFETs are tested in a manner to provide maximum observability
during heavy ion exposure. The filtering circuits of MIL-STD-750F Method 1080 are not used.

A VGS/VDS point is accepted on the prior plot if all of the following conditions are met:

1. A fluence of 3x105 ±20% ions/cm2 is delivered to each sample.
2. No single-event burnout is detected via continuous monitoring of the drain current.
3. No single-event gate rupture is detected via continuous monitoring of the gate current.
4. Post-exposure IDSS tests continue to pass specification.
5. Post-exposure IGSS tests continue to pass specification.
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4. Package Details
4.1. Package Outline Drawing

Figure 4-1. Package Outline Drawing

Notes: 
1. Controlling dimensions are in millimeters
2. Dimensions do not include mold flash. Mold flash shall not exceed 0.127 mm per side. These

dimensions are measured at the outermost extreme of the plastic body.
3. Dimensions define a zone where stamping and singulation irregularities are allowed
4. Backside metal tab electrically connected to the drain pin
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5. Part Nomenclature
5.1. Qualified Packaged Devices

MNS R 2N7589 K

Screening Level
Radiation Hardness Assurance

JEDEC Number
Package

Table 5-1. Qualified Package Devices Description
Term Initial Option

Screening Level MNS Microchip New Space

Radiation Hardness Assurance R 100 krad(Si)

JEDEC Number 2N7589

Package K TO-220

Example:

MNSR2N7589K: Microchip New Space 2N7589 MOSFET with 100 krad(Si) rating in a TO-220 package



 MNSR2N7589K
Additional Product Resources

 Data Sheet
© 2026 Microchip Technology Inc. and its subsidiaries

DS00006204C - 13

6. Additional Product Resources
6.1. Product Webpages

MNSR2N7589K-MOSFET | Microchip Technology

Main webpage for this product

Radiation-Hardened Power MOSFETs | Microchip Technology

Main webpage for this product family

https://www.microchip.com/en-us/product/MNSR2N7589K-MOSFET
https://www.microchip.com/en-us/products/discretes/high-reliability-discrete-and-power-management/radiation-hardened-mosfets
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7. Revision History
Revision Date Description

C 07/2026 • Updated Features and Applications

• Added Sections 3 through 7

• Added information to Table 1-1 Absolute Maximum Ratings Pre-Irradiation and added notes

• Updated Table 1-2 Static Characteristics Pre-Irradiation

• Removed Switching Characteristics table

• Updated Table 1-6 Source-Drain Characteristics Pre-Irradiation

• Removed Thermal Resistance table

• Updated performance curves

• Added figures 1-11, 1-12 and 1-13

• Removed Figure -2- TO-220 Case Outline and Dimensions

B 11/2025 Updated Product Overview and removed MNSF part number

A 10/2025 Initial version
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Microchip Information
Trademarks
The “Microchip” name and logo, the “M” logo, and other names, logos, and brands are registered
and unregistered trademarks of Microchip Technology Incorporated or its affiliates and/or
subsidiaries in the United States and/or other countries (“Microchip Trademarks”). Information
regarding Microchip Trademarks can be found at https://www.microchip.com/en-us/about/legal-
information/microchip-trademarks.

Legal Notice
This publication and the information herein may be used only with Microchip products, including
to design, test, and integrate Microchip products with your application. Use of this information
in any other manner violates these terms. Information regarding device applications is provided
only for your convenience and may be superseded by updates. It is your responsibility to ensure
that your application meets with your specifications. Contact your local Microchip sales office for
additional support or, obtain additional support at www.microchip.com/en-us/support/design-help/
client-support-services.

THIS INFORMATION IS PROVIDED BY MICROCHIP “AS IS”. MICROCHIP MAKES NO REPRESENTATIONS
OR WARRANTIES OF ANY KIND WHETHER EXPRESS OR IMPLIED, WRITTEN OR ORAL, STATUTORY
OR OTHERWISE, RELATED TO THE INFORMATION INCLUDING BUT NOT LIMITED TO ANY IMPLIED
WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY, AND FITNESS FOR A PARTICULAR
PURPOSE, OR WARRANTIES RELATED TO ITS CONDITION, QUALITY, OR PERFORMANCE.

IN NO EVENT WILL MICROCHIP BE LIABLE FOR ANY INDIRECT, SPECIAL, PUNITIVE, INCIDENTAL, OR
CONSEQUENTIAL LOSS, DAMAGE, COST, OR EXPENSE OF ANY KIND WHATSOEVER RELATED TO THE
INFORMATION OR ITS USE, HOWEVER CAUSED, EVEN IF MICROCHIP HAS BEEN ADVISED OF THE
POSSIBILITY OR THE DAMAGES ARE FORESEEABLE. TO THE FULLEST EXTENT ALLOWED BY LAW,
MICROCHIP’S TOTAL LIABILITY ON ALL CLAIMS IN ANY WAY RELATED TO THE INFORMATION OR
ITS USE WILL NOT EXCEED THE AMOUNT OF FEES, IF ANY, THAT YOU HAVE PAID DIRECTLY TO
MICROCHIP FOR THE INFORMATION.

Use of Microchip devices in life support and/or safety applications is entirely at the buyer’s risk,
and the buyer agrees to defend, indemnify and hold harmless Microchip from any and all damages,
claims, suits, or expenses resulting from such use. No licenses are conveyed, implicitly or otherwise,
under any Microchip intellectual property rights unless otherwise stated.

Microchip Devices Code Protection Feature
Note the following details of the code protection feature on Microchip products:

• Microchip products meet the specifications contained in their particular Microchip Data Sheet.
• Microchip believes that its family of products is secure when used in the intended manner, within

operating specifications, and under normal conditions.
• Microchip values and aggressively protects its intellectual property rights. Attempts to breach the

code protection features of Microchip products are strictly prohibited and may violate the Digital
Millennium Copyright Act.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of its
code. Code protection does not mean that we are guaranteeing the product is “unbreakable”.
Code protection is constantly evolving. Microchip is committed to continuously improving the
code protection features of our products.

https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/about/legal-information/microchip-trademarks
https://www.microchip.com/en-us/support/design-help/client-support-services
https://www.microchip.com/en-us/support/design-help/client-support-services
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